Eve3Data Advanced Mobile School System

/ EYE3 - MOBILE \ / Key Features \ /Tvpical School Bus Installation\

¢ Embedded Linux Location:
e Passive GPS (optional) The Eye3-Witness recording unit is installed either
e Removable HDD (up to 250G) Underneath the first seat or in the overhead
e 4 or 8 channels of video input, real-time (30FPS)
e 4 channels synchronized audio ]
¢ Solid State Memory S'Ze.: L
o Integrated CDMA/GPRS/EDGE connectivity Typlf:ally scho.ol chstrlcts install 2 or 3 cameras at a
« EDVO / IXRTT Compatibility Max1m}1m. It is highly recommended that the bgs
g l‘ - % e Automatic Wireless Download Software NEW! be pre-installed for all 4 cameras (future expansion)
= e Protected Memory Module - Waterproof, fireproof
e Continuous rec. whi.le in search anq setup modes Location of Cameras:
Eye3data offers Eye3-Witness, a 2, 4 or 8 camera (up * MPEG-4 Compregsmn (I?VD Quality) o First Camera is installed above the driver for a view
to 240 FPS) Mobile Digital Video and Audio solution ¢ Independent Quality Settings per Channel of the Steps and the Driver
for the Transportation industry (School Buses, Transit ¢ Metadata format of alarm and GPS data e Second camera is installed in the center or the rear of
Buses, Police Cars, Taxis, Yachts and Trains). e Selectable idle frame rate with event-triggered burst the bus for a closer view of the rear seats
] ] ] recording speeds up to 30FPS/camera e Third Camera is optional and can be installed looking
Eye3-Witness is a Linux based MPEG4 based system, e Inertia Module tracks and records external G Force outward from the windshield
housed in a small but rugged heat-resistant case.w1th on vehicle (accelerometer) o Camera has built-in Audio which is synchronized
shock absorbers to protect the recorded data. With ad- e Multiple alarm inputs with selectable pre-alarm and with the video
vanced features such as Wireless data access and post-alarm recording (8 Sensors)
download, multi-media'integration, GPS integration, e 5 Seconds Pre-Event and 300 seconds post-event
powerful Video Analysis software, makes Eye3- ¢ Unalterable Digital Watermark for Video Authenticity System Size
Wltqess the most Feature;Rlc'h, Scaleable and Eco- and Court Admissibility A typical school bus implements a DVR with capacity
nomical School bus solution in the market. e 2 video output channels for live security viewing and of 80G to 100G. Records 2-3 weeks of continuous
advertising / multimedia playback recording while ignition is turned on
- o Compact Flash Slot for fast upgrades and easy
@/ downloads (16G Capacity per CF Card)
, e USB 2.0 port for advertising / movie upload and easy Sensors Implemented
"f"j‘ S5 iy video download A typical school bus implements the following sensors
yoores : e Handheld IR Remote Control for programming and (Stop Arm, Brakes, Speed, Panic, Inertia)
' r playback
i e Advanced client software for playback viewing over
TCIP Network Download of Video Data
e Delayed Shutdown for Video Download over wireless * Removable Hard Drive
network e Download using USB or CF-Card
o Built-in heater with programmable start times for cold * Wireless Download (optional)
; environments ) )
R R s Eye3-Witness comes with a standard 24 month Preventive Maintenance
- | warranty The Mobile DVR, Cameras and Cabling must be
aEL 2% -7 checked out every 6-12 months to ensure smooth
\ _— A Pl / \ / Ceratlon /




Economical

Scalable

Wireless

Analysis Software \

o Ability to playback audio/video files

e Proprietary software prevents unauthorized access

e 1,4 or 8 Channels of Audio/Video playback Vehicle

¢ Route tracked using (GPS) and Map Software

o Graphical view of Speed and Acceleration data

o Graphical view of all Alarms and Events triggered

e Event Log 1 List of all events logged

. {)&billiity to rewind, fast-forward, slow-motion play-
ac

¢ Export to BMP/JPEG Download

o Utility to convert video to AVI and copy to DVD

Remote Management Software

¢ Remote Management allows customer to connect and
view live video and playback video from a remote
location via Cellular or Wide Area Network

¢ Ability to remotely view up to 36 cameras across
multiple vehicles {based on bandwidth availability)

o Ability to conduct Search/Playback

o Ability to Set-up/Configuration of DVR remotely
RMS requires the vehicle to be available in a Wire-
less/Hot Zone

o Ability to view multiple cameras and control PTZ
Cameras
remotely

Wireless Auto-Download Software

o Auto-Download software installed on a Storage
Server

e SQL Server based back-end database stores all bus
configuration and IP Addresses

o Auto-download server establishes handshake when
blfltg arrives in the parking garage and ignition turned
0

e Downloads Video or Event data to the Storage server

o Scheduler available to schedule day & time based
download

¢ Easy to use set-up and configuration screens

Central Management Software

. Trac)ks GPS location for each vehicle (support multi-
unit

e Details for each vehicle displayed on playback-
screen

o Central Station is able to locate and view live

¢ Instant Alarm Notification (via Video)

o Central Station is alerted when vehicle deviates form
original/assigned routes

o Central Station can remote setu

. Slend an Instant SMS/Message broadcast to the vehi-
cle
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ACCESSORIES

LOCK BOX

Vibration Absorber w/
key to protect the Eye3-
Moble unit from Van-
dalism.

CONTROL PANEL

Dash Control Panel non-
LCD front panel that allows
Driver/Operator to Control
the Playback and Live View.

CAMERA

Build in Audio
and IR, for in-
door or outdoor
use.

Police PTZ Camera

GPS MODULE

For Vehicle location and
Speed tracking.

INERTIA MODULE
Maintains the X-Y-Z co-

ordinates of the Vehicle and < "
creates an Event if the X-Y-Z \‘f .

co-ordinate change.
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DOCKING STATION

Connect to office desktop
for downloading video and
and Audio data (optional)
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